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ENYFIT — CABLE GLANDS

AKM 12
Cable glands 
for knockouts M12

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 4 mm - 6 mm

	+ Bore-hole: Ø 12.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

AKM 16
Cable glands 
for knockouts M16

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 5 mm - 10 mm

	+ Bore-hole: Ø 16.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

AKM 20
Cable glands 
for knockouts M20

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 6.5 mm - 13.5 mm

	+ Bore-hole: Ø 20.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

AKM 25
Cable glands 
for knockouts M25

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 11 mm - 17 mm

	+ Bore-hole: Ø 25.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

ENYFIT — CABLE GLANDS

AKM 32
Cable glands 
for knockouts M32

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 15 mm - 21 mm

	+ Bore-hole: Ø 32.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

AKM 40
Cable glands 
for knockouts M40

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 19 mm - 28 mm

	+ Bore-hole: Ø 40.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

AKM 50
Cable glands 
for knockouts M50

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 27 mm - 35 mm

	+ Bore-hole: Ø 50.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

AKM 63
Cable glands 
for knockouts M63

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 35 mm - 42 mm

	+ Bore-hole: Ø 63.3 mm

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation           

MORE INFORMATION ON HENSEL-ELECTRIC.DE
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ENYFIT — COMBI CLIMATE GLANDS

KBM 20
Combi climate glands 
for knockouts M20

	+ To reduce condensation through pressure compensation

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 6 mm - 13 mm

	+ Bore-hole: Ø 20.5 mm

	+ Maximum enclosure volume per pressure compensation element: 6 l, In order not to 
exceed leakage limit of 0.07 bar with pressure compensation

	+ Suitable for wall thickness: bis 3.5 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation       

KBM 25
Combi climate glands 
for knockouts M25

	+ To reduce condensation through pressure compensation

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 9 mm - 17 mm

	+ Bore-hole: Ø 25.5 mm

	+ Maximum enclosure volume per pressure compensation element: 10 l, In order not to 
exceed leakage limit of 0.07 bar with pressure compensation

	+ Suitable for wall thickness: bis 3.5 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation       

KBM 32
Combi climate glands 
for knockouts M32

	+ To reduce condensation through pressure compensation

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 13 mm - 21 mm

	+ Bore-hole: Ø 32.5 mm

	+ Maximum enclosure volume per pressure compensation element: 12 l, In order not to 
exceed leakage limit of 0.07 bar with pressure compensation

	+ Suitable for wall thickness: bis 3.5 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation       

ENYFIT — COMBI CLIMATE GLANDS

KBM 40
Combi climate glands 
for knockouts M40

	+ To reduce condensation through pressure compensation

	+ Twith strain relief and locknut

	+ Sealing range of the cable entry: Ø 16 mm - 28 mm

	+ Bore-hole: Ø 40.5 mm

	+ Maximum enclosure volume per pressure compensation element: 16 l, In order not to 
exceed leakage limit of 0.07 bar with pressure compensation

	+ Suitable for wall thickness: bis 3 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation       

VSB 13
Sealing plug

	+ Bore-hole: Ø 13 mm

	+ For sealing combi climate glands, which are not used for cable entry

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation
   

VSB 21
Sealing plug

	+ Bore-hole: Ø 21 mm

	+ For sealing combi climate glands, which are not used for cable entry

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation
   

MORE INFORMATION ON HENSEL-ELECTRIC.DE
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ENYFIT — PRESSURE COMPENSATION ELEMENT

BM 20G
Pressure compensation element 
for knockouts M20

	+ Bore-hole: Ø 20.3 mm

	+ To reduce condensation through pressure compensation bei Verteilersystemen

	+ Maximum enclosure volume per pressure compensation element: 28 l, In order not to 
exceed leakage limit of 0.07 bar with pressure compensation

	+ Suitable for wall thickness: bis 8 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation       

BM 40G
Pressure compensation element 
for knockouts M40

	+ Bore-hole: Ø 40.3 mm

	+ To reduce condensation through pressure compensation bei 
Verteilersystemen

	+ Maximum enclosure volume per pressure compensation element: 122 l, In order not 
to exceed leakage limit of 0.07 bar with pressure compensation

	+ Suitable for wall thickness: bis 8 mm

	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 55 °C

Application area Outdoor installation       
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ENYFIT — GROMMETS FOR METRIC KNOCKOUTS

ESM 16
Grommets 
for knockouts M16

	+ Sealing range of the cable entry: Ø 4.8 mm - 11 mm
	+ Bore-hole: Ø 16.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

ESM 20
Grommets 
for knockouts M20

	+ Sealing range of the cable entry: Ø 6 mm - 13 mm
	+ Bore-hole: Ø 20.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

ESM 25
Grommets 
for knockouts M25

	+ Sealing range of the cable entry: Ø 9 mm - 17 mm
	+ Bore-hole: Ø 25.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

ESM 32
Grommets 
for knockouts M32

	+ Sealing range of the cable entry: Ø 9 mm - 23 mm
	+ Bore-hole: Ø 32.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

ESM 40
Grommets 
for knockouts M40

	+ Sealing range of the cable entry: Ø 17 mm - 30 mm
	+ Bore-hole: Ø 40.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

MORE INFORMATION ON HENSEL-ELECTRIC.DE MORE INFORMATION ON HENSEL-ELECTRIC.DE
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ENYFIT — STEPPED GROMMETS

STM 16
Stepped grommets 
for knockouts M16

	+ Sealing range of the cable entry: Ø 3.5 mm - 12 mm
	+ Bore-hole: Ø 16.5 mm
	+ Suitable for wall thickness: 1.5 mm - 4 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

STM 20
Stepped grommets 
for knockouts M20

	+ Sealing range of the cable entry: Ø 5 mm - 16 mm
	+ Bore-hole: Ø 20.5 mm
	+ Suitable for wall thickness: 1.5 mm - 4 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

STM 25
Stepped grommets 
for knockouts M25

	+ Sealing range of the cable entry: Ø 5 mm - 21 mm
	+ Bore-hole: Ø 25.5 mm
	+ Suitable for wall thickness: 1.5 mm - 4 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

STM 32
Stepped grommets 
for knockouts M32

	+ Sealing range of the cable entry: Ø 13 mm - 26.5 mm
	+ Bore-hole: Ø 32.5 mm
	+ Suitable for wall thickness: 1.5 mm - 4 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

STM 40
Stepped grommets 
for knockouts M40

	+ Sealing range of the cable entry: Ø 13 mm - 34 mm
	+ Bore-hole: Ø 40.5 mm
	+ Suitable for wall thickness: 1.5 mm - 4 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

ENYFIT — GROMMETS

EDK 16
Grommets 
for knockouts M16

	+ Sealing range of the cable entry: Ø 5 mm - 10 mm
	+ Bore-hole: Ø 16.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDK 20
Grommets 
for knockouts M20

	+ Sealing range of the cable entry: Ø 6 mm - 13 mm
	+ Bore-hole: Ø 20.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDK 25
Grommets 
for knockouts M25

	+ Sealing range of the cable entry: Ø 9 mm - 17 mm
	+ Bore-hole: Ø 25.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDK 32
Grommets 
for knockouts M32

	+ Sealing range of the cable entry: Ø 8 mm - 23 mm
	+ Bore-hole: Ø 32.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDK 40
Grommets 
for knockouts M40

	+ Sealing range of the cable entry: Ø 11 mm - 30 mm
	+ Bore-hole: Ø 40.5 mm
	+ Suitable for wall thickness: 1.5 mm - 3.5 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

MORE INFORMATION ON HENSEL-ELECTRIC.DE
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ENYFIT — GROMMETS FOR CONDULTS

EDR 16
Grommets for conduits 
for knockouts M16

	+ Bore-hole: Ø 16.5 mm
	+ Pipe size: M16
	+ Suitable for wall thickness: 1.5 mm - 3.2 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDR 20
Grommets for conduits 
for knockouts M20

	+ Bore-hole: Ø 20.5 mm
	+ Pipe size: M20
	+ Suitable for wall thickness: 1.5 mm - 3.2 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDR 25
Grommets for conduits 
for knockouts M25

	+ Bore-hole: Ø 25.5 mm
	+ Pipe size: M25
	+ Suitable for wall thickness: 1.5 mm - 3.2 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDR 32
Grommets for conduits 
for knockouts M32

	+ Bore-hole: Ø 32.5 mm
	+ Pipe size: M32
	+ Suitable for wall thickness: 1.5 mm - 3.2 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

EDR 40
Grommets for conduits 
for knockouts M40

	+ Bore-hole: Ø 40.5 mm
	+ Pipe size: M40
	+ Suitable for wall thickness: 1.5 mm - 3.2 mm
	+ Ambient temperature: up to + 

	+ Maximum ambient temperature 24 h: 35 °C

Application area Indoor installation   

NOTES
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Gustav Hensel GmbH & Co. KG
Gustav-Hensel-Str. 6
57368 Lennestadt
+49 2723 609-0 
info@hensel-electric.de

hensel-electric.de


