
SELECTION GUIDE  
FOR CABLE JUNCTION BOXES
for connecting multiple cables with different cross-sections

Cable junction boxes  
for copper conductors

1. Select the general cross-section range of the cables to be clamped

2. �Select the cross-section and number of conductors for clamping unit 1*

3. �Select the cross-section and number of conductors for clamping unit 2*

4. Select the box size depending on the metric knockouts

5. �Then determine the color, installation location, and type of box.

Select the right cable junction box in just 5 steps.

* Only identical cross-section and conductor type per clamping unit

Modern terminal technology

+ �All terminals have at least two clamping units  
per pole, enabling the connection of different  
conductor cross-sections and conductors.

+ �Cable connections are protected against accidental loosening.  
Even with load fluctuations during operation,  
the connection remains permanently reliable.

All terminals from 0.75 to 35 mm² are VDE-certified and  
comply with EN 60998-2-1:

Terminals must be suitable for two or more conductors with the same or  
different nominal cross-sections or combinations.  
They must be suitable for rigid and/or flexible unprepared conductors.

International short forms for  
conductor types:
r (rigid) = single-wire        and multi-wire
s (stranded) = multi-wire
f (flexible)

**=additionally for KF Type	 grey = RAL 7035, black = RAL 9011

1. 2. 3. 4. 5.

General  
cross-section 

area

Number of 
conductors per 
clamping unit 1 

min. – max.

Cross-section 
clamping 

unit 1
mm2

Con-
ductor-

type
Connect 

with

Number of 
conductors per 
clamping unit 2

min. – max.

Cross-section  
clamping 

unit 2
mm2

Con-
ductor-

type
Number 
of poles

Size of  
side cable 

entry via metric 
knockouts

External 
dimen-
sions in 

mm Color

for normal 
environment and 
protected outdoor

IP 65, IP 66 Color

for outdoor 
installation

IP 66/67/69

0,14-4 mm²
1

0,14-4*
r/f 1

0,14-4*
r/f

M16/M20 84x84
grey DK 0102 W grey

1 r/f 1 r/f black DK 0102 X black

0,75-4 mm²

1-4 0,75-1 r/f 1-4 0,75-1 r/f

5

M20 93x93
grey DK 0202 G grey KF 0202 G

1-3 1,5 r/f 1-3 1,5 r/f black DK 0202 B black KF 0202 B

1-2 2,5 r/f 1-2 2,5 r/f
M20/M25 104x104 grey DK 0402 G

grey KF 0402 G

1 4 r/f 1 4 r/f black KF 0402 B

1,5-6 mm²

1-4 1,5 r/f 1-4 1,5 r/f

5

M20/M25 104x104
grey DK 0404 G grey KF 0404 G

1-3 2,5 r/f 1-3 2,5 r/f black DK 0404 B black KF 0404 B

1-2 4 r/f 1-2 4 r/f
M20**/M25/M32 130x130 grey DK 0604 G

grey KF 0604 G

1 6 r/f 1 6 r/f black KF 0604 B

1,5-10 mm²

1-3 1,5 r/f 1-3 1,5 r/f

5

M20**/M25/M32 130x130
grey DK 0606 G grey KF 0606 G

1-2 2,5-6 r/f 1-2 2,5-6 r/f black DK 0606 B black KF 0606 B

1 10 r/f 1 10 r/f M20**/M25/M32 130x180 grey DK 1006 G
grey KF 1006 G

black KF 1006 B

2,5-16 mm²

1-3 2,5 r/f 1-3 2,5 r/f

5

M20**/M25/M32 130x180
grey DK 1010 G grey KF 1010 G

1-2 4-10 r/f 1-2 4-10 r/f black DK 1010 B black KF 1010 B

1 16 s/f 1 16 s/f M25/32/40 155x210 grey DK 1610 G
grey KF 1610 G

black KF 1610 B

10-35 mm²

1-2 10-25 r/f 1-2 10-25 r/f

5

M25/32/40 155x210 grey DK 1616  G
grey KF 1616  G

black KF 1616  B

1 35 s/f 1 35 s/f M25/M40/M50 205x255 grey DK 2525 G
grey KF 2525 G

black KF 2525 B

16-70 mm²

1-3 16 s 1-3 16 s

5

M25/M40/M50 225x295 grey DK 3535 G
grey KF 3535 G

black KF 3535 B
1-2 25-50 s 1-2 25-50 s

M25/M40/M63 255x355 grey DK 5055 G
grey KF 5050 G

1 70 s 1 70 s black KF 5050 B

16-70 mm² 1-2 16-70 s 1-2 16-70 s
4 Information at 

hensel-electric.de 300x450 grey
K 7004

5 K 7005

*Cross-section Clamping unit 3: 0,14-4 mm²



Cable junction boxes with main line branch terminals  
for copper conductors

1. 2. 3. 4. 5.

General  
cross-section 

area

Number of 
conductors per 
clamping unit 1 

min. – max.

Cross-secti-
on clamping 

unit 1
mm2

Con-
ductor-

type
Connect 

with

Number of 
conductors per 
clamping unit 2

min. – max.

Cross-secti-
on Clamping 

unit 2
mm2

Con-
ductor-

type
Number 
of poles

Size of  
side cable 

entry via metric 
knockouts

External 
dimen-
sions in 

mm Color

for normal  
environment and 

protected outdoor
IP 66

4-25 mm²
1 6-16 f* 1-4 4-10 f* 4

M25/M40/M50
205x255

grey
DK 2524 S

1 10-25 r 1-4 6-16 r 5 225x295 DK 3525 S

6-35 mm²
1 10-25 f* 1-4 6-16 f* 4

M25/M40/M50
225x295

grey
DK 3534 S

1 16-35 r 1-4 10-25 r 5 255x355 DK 5035 S

Cable junction boxes 
for aluminum and copper conductors

Frequently used accessories for K types

Mi AL 40
External brackets  
Material: Stainless steel 
Set of 4 pieces

Mi FP 82 
Divisible flange  
Sealing range:  
2 x 30 mm - 72 mm

Mi FM 60
Flange 
Knockouts:  
3 x M40, M50, M63

Mi ZE 62
Strain relief
For 2 Kabel max. Ø 60 mm

Gustav HENSEL GmbH & Co. KG
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*Only with ferrules	 grey = RAL 7035

1. 2. 3. 4. 5.

General  
cross-section 

area

Number of 
conductors per 
clamping unit 1 

min. – max.

Cross-secti-
on clamping 

unit 1
mm2

Con-
ductor-

type
Connect 

with

Number of 
conductors per 
clamping unit 2

min. – max.

Cross-secti-
on Clamping 

unit 2
mm2

Con-
ductor-

type
Number 
of poles

Size of  
side cable 

entry via metric 
knockouts

External 
dimen-
sions in 

mm Color

for normal  
environment and 

protected outdoor
IP 65 Color

for outdoor 
installation

IP 66/67/69

1,5-50 mm² 1 1,5-50 r 1 1,5-50 r 5
M25/M40/M50 225x295

grey
KF 3550 A

M25/M40/M63 255x355 KF 5050 A

2,5-50 mm² 1-2 2,5-50 r/f* 1-2 2,5-50 r/f* 4 Information at 
hensel-electric.de 300x450 grey K 7051

6-95 mm²
1 10-95 r/f* 1 10-95 r/f*

4
Information at 

hensel-electric.de
300x450

grey

K 7042

5
K 7052

2 6-95 r 2 6-95 r K 9951

16-150 mm²
1-2 16-70

r/f*
1-2 16-70

r/f*
4 Information at 

hensel-electric.de 300x450 grey
K 1204

1 95-150 1 95-150 5 K 1205

25-240 mm²

1-2 25-120
r/f*

1-2 25-120
r/f*

4
Information at 

hensel-electric.de 300x600 grey

K 2404

1 135-240 1 135-240 5 K 2405

2 35-240 r 2 35-240 r 5 K 2401

MORE CABLE JUNCTION BOXES AT HENSEL-ELECTRIC.DE

*Only with ferrules	 grey = RAL 7035

10
/2

5

Attention!
Values may vary for flexible conductors. 
The types of conductors that can be clamped precisely  
are listed in the product data sheet at hensel-electric.de

International short forms for conductor types:
r (rigid) = single-wire       and multi-wire
s (stranded) = multi-wire
f (flexible)


