
PASSION FOR POWER.

Weatherproof KV Small-type distributors are quite great in safe and economical 
power distribution for outdoor installations and in industrial applications and 
buildings. Safe through highest material quality. Conforming to standards with 
Hensel expertise.         

n	Small-type distribution board IP 65 for outdoor installation

n�For DIN-rail mounted devices up to 63 A according to DIN 43 871

n	Operation and access by unskilled persons.
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Efficient in any weathers!



KV Small-type distribution boards
for outdoor installation  
(harsh environment and/or protected outdoor)

KV PC 9103  NEW
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�� ��3 modules: 1 x 3 x 18 mm
�� 1-row

KV PC 9104  NEW

��
�

��

��

��

���

���

��

���

4,5 modules: 1 x 4,5 x 18 mm
�� 1-row

KV PC 9106  NEW  
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�6 modules: 1 x 6 x 18 mm
�� 1-row

Circuit-breaker box
�� made of polycarbonate, for indoor (normal environment and/or protected outdoor) 

and outdoor installation (harsh environment and/or outdoor)
�� total insulation, protection class II, 
�� degree of protection IP 65
�� for the installation of DIN rail equipment, top hat profile 35 mm
�� FIXCONNECT® - Terminal technology for PE and N
�� with transparent lid, sealable
�� with cable entry cover
�� protective cover can be cut out or with blanking strip
�� rated insulation voltage: AC 400 V

KV PC 9109  NEW  
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9 modules: 1 x 9 x 18 mm
�� 1-row

KV PC 9112  NEW

��

�����

��

��
�

�� �

������

12 modules: 1 x 12 x 18 mm
�� 1-row

KV PC 9224  NEW
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24 modules: 2 x 12 x 18 mm
�� 2-row

KV PC 9336  NEW  
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36 modules: 3 x 12 x 18 mm
�� 3-row

KV PC 9448  NEW ���
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48 modules: 4 x 12 x 18 mm
�� 4-row
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