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CABLE JUNCTION BOXES
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Configure your  
individual Box!
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with terminals

KF 0202 G 
93x93x62

KF 0202 B 
93x93x62

0,75 - 2,5 mm²
KF 0402 G 
104x104x70

KF 0402 B 
104x104x70

KF 0404 G 
104x104x70

KF 0404 B 
104x104x70

1,5 - 4 mm²
KF 0604 G 
130x130x77

KF 0604 B 
130x130x77

KF 0606 G 
130x130x77

KF 0606 B 
130x130x77

2,5 - 6 mm²
KF 1006 G 
180x130x77

KF 1006 B 
180x130x77

KF 1010 G 
180x130x77

KF 1010 B 
180x130x77

4 - 10 mm²
KF 1610 G 
210x155x92

KF 1610 B 
210x155x92

KF 1616 G 
210x155x92

KF 1616 B 
210x155x92

6 - 16 mm²

KF 2525 G 
255x205x112

KF 2525 B 
255x205x112

10 - 25 mm²

KF 3535 G 
295x225x122

KF 3535 B 
295x225x122

16 - 35 mm²

KF 5050 G 
355x255x122

KF 5050 B 
355x255x122

16 - 50 mm²

without knockouts 
without terminals

KF 0200 H 
93x93x62

KF 0200 C 
93x93x62

KF 0400 H 
104x104x70

KF 0400 C 
104x104x70

KF 0600 H 
130x130x77

KF 0600 C 
130x130x77

KF 1000 H 
180x130x77

KF 1000 C 
180x130x77

KF 1600 H 
210x155x92

KF 1600 C 
210x155x92

KF 2500 H 
255x205x112

KF 2500 C 
255x205x112

KF 3500 H 
295x225x122

KF 3500 C 
295x225x122

KF 5000 H 
355x255x122

KF 5000 C 
355x255x122

without terminals

KF 0200 G 
93x93x62

KF 0200 B 
93x93x62

KF 0400 G 
104x104x70

KF 0400 B 
104x104x70

KF 0600 G 
130x130x77

KF 0600 B 
130x130x77

KF 1000 G 
180x130x77

KF 1000 B 
180x130x77

KF 1600 G 
210x155x92

KF 1600 B 
210x155x92

KF 2500 G 
255x205x112

KF 2500 B 
255x205x112

KF 3500 G 
295x225x122

KF 3500 B 
295x225x122

KF 5000 G 
355x255x122

KF 5000 B 
355x255x122

with terminals

DK 0202 G 
93x93x62

DK 0202 B 
93x93x62

0,75 - 2,5 mm²
DK 0402 G 
104x104x70

DK 0404 G 
104x104x70

DK 0404 B 
104x104x70

1,5 - 4 mm²
DK 0604 G 
130x130x77

DK 0606 G 
130x130x77

DK 0606 B 
130x130x77

2,5 - 6 mm²
DK 1006 G 
180x130x77

DK 1010 G 
180x130x77

DK 1010 B 
180x130x77

4 - 10 mm²
DK 1610 G 
210x155x92

DK 1616 G 
210x155x92

6 - 16 mm²

DK 2525 G 
255x205x112

10 - 25 mm²

DK 3535 G 
295x225x122

16 - 35 mm²

DK 5054 G 
355x255x122

16 - 50 mm²
DK 5055 G 
355x255x122

without terminals

DK 0200 G 
93x93x62

DK 0200 B 
93x93x62

DK 0400 G 
104x104x70

DK 0400 B 
104x104x70

DK 0600 G 
130x130x77

DK 0600 B 
130x130x77

DK 1000 G 
180x130x77

DK 1000 B 
180x130x77

DK 1600 G 
210x155x92

DK 2500 G 
255x205x112

DK 3500 G 
295x225x122

DK 5000 G 
355x255x122

DK-Series 
Cable Junction Boxes for normal  
environment and protected outdoor
Degree of protection IP 66

KF-Series  
Cable Junction Boxes „weatherproof“  
for outdoor installations
Degree of protection IP 66/IP 67/IP 69

Contact us: 
03450 66 00 55

sales@hensel-electric.co.uk

 your logo in colour on the Hensel box
 for all box sizes
  cable junction boxes for indoor  

and outdoor installations
  use the Hensel box as a business  

card for your installation services

minimum order quantity
Box size 02xx 200

Box size 04xx 200

Box size 06xx 200

Box size 10xx 200

Box size 16xx 150

Box size 25xx 100

Box size 35xx 75

Box size 50xx 50



made in GERMANY
since 1931

Hensel Electric UK LTD.
Industrial Electrical Power Distribution Systems
Ground Floor
Unit 5 
Anglo Office Park 
Lincoln Road 
High Wycombe 
HP12 3FU
United Kingdom

Phone: 03450 66 00 55
Fax: 03450 66 00 56
sales@hensel-electric.co.uk
www.hensel-electric.co.uk
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KF series: IP 66 / IP 67 / IP 69
weatherproof, for outdoor installation 
metric knockouts

The range

Cable junction boxes
The most suitable solution for every application.

DK series: IP 66
for normal environment and protected outdoor
integrated elastic membranes or metric knockouts

FK series:  
E30/E60/E90 intrinsic fire resistance 
PH120 insulation integrity

WP series: IP 68 
submersion up to 20 meters, 168 hours
waterproof, for encapsulation 
metric knockouts


