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BAUMUSTERPRUFBESCHEINIGUNG

fur nicht-elektrische Produkte der Gerategruppen | und Il
Geratekategorien M2 und 2 sowie Produkte der Geratekategorie 3

Baumusterprifbescheinigung Nummer IBExU21ATEXB016 X | Ausgabe 0

Produkt: Ex-Kabelverschraubung
Typ: AXM

Hersteller: Gustav Hensel GmbH & Co. KG

[6] Anschrift: Gustav-Hensel-Str. 6
57368 Lennestadt
GERMANY

[7] Dieses Produkt sowie die verschiedenen zuldssigen Ausfihrungen sind in der Anlage zu dieser Be-
scheinigung sowie den darin aufgefuhrten Unterlagen festgelegt.

[8] IBExU Institut fur Sicherheitstechnik GmbH bestatigt, dass dieses Produkt die wesentlichen Sicher-
heits- und Gesundheitsanforderungen fir die Konzeption und den Bau von Produkten zur bestim-
mungsgemaRen Verwendung in explosionsgefahrdeten Bereichen aus Anhang Il der Richtlinie
2014/34/EU des Europaischen Parlaments und des Rates vom 26. Februar 2014 erfllt.

Die Untersuchungs- und Prifergebnisse werden in dem vertraulichen Prifbericht 1B-21-3-0202 fest-
gehalten.

[9] Die Beachtung der wesentlichen Sicherheits- und Gesundheitsanforderungen wurde in Ubereinstim-
mung mit folgenden Normen gewahrieistet:

EN IEC 60079-0:2018 EN IEC 60079-7:2015+A1:2018 EN 60079-31:2014
Hiervon ausgenommen sind jene Anforderungen, die unter Punkt [18] der Anlage aufgelistet werden.

[10] Ein X" oder ,U" hinter der Bescheinigungsnummer weist darauf hin, dass das Produkt den besonde-
ren Bedingungen fir die Verwendung unterliegt, die in der Anlage zu dieser Bescheinigung festgehal-
ten sind.

[11] Diese Baumusterprifbescheinigung bezieht sich ausschlieBlich auf die Konzeption des angegebenen
Produkts und nicht auf die Fertigung und Bereitstellung weiterer Produkte.

[12] Die Kennzeichnung des Produkts muss Folgendes beinhalten:

& 113G Exec lIC Ge
€ 11 3D Ex tc IlIC Dc

IBExU Institut fur Sicherheitstechnik GmbH Tel: +49(0)3731/38050

Fuchsmuhlenweg 7 Fax: +49(0)3731/380510

09599 Freiberg, GERMANY

. y - EBEXU Bescheinigungen ohne Stempel und

im Auft ~ j institut 1r Sicherheitstechnik GmbH Unterschrift haben keine Gltigkeit.

il Fuchsmihienweg 7 Bescheinigungen dirfen nur vollsténdig

089599 Freiberg/Sachsen und unverandert vervielfaltigt werden.

7 Telefon (03731) 3805-0

N Telefax (03731) 38 05 10

Dr. P. Cimalla - Stempel - Freiberg, 26.09.2022
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Anlage

Bescheinigung Nummer IBExU21ATEXB016 X | Ausgabe 0

Beschreibung des Produkts
Die Ex-Kabelverschraubung Typ AXM besteht aus Hutmutter, Dichtring, Zwischenstutzen mit An-
schlussgewinde und O-Ring sowie Sechskantmutter. Hutmutter, Zwischenstutzen und Sechskantmut-

ter sind aus Polycarbonat.

Typen / Serien

AXM

Anschlussgewindegrélie

metrisch; M20x1,5 bis M32x1,5
nach EN IEC 60423

Anwendungsbedingungen
Gréle Art der Montage Betriebstemperatur- | geeignet fur Gerate mit
bereich dem Risiko mechani-
scher Gefahrdung
M20x1,5 in Durchgangsbohrung -20 °C bis +85 °C hoch (7 J)
mit Sechskantmutter
M25x1,5 in Durchgangsbohrung -20 °C his +85 °C hoch (7 J)
mit Sechskantmutter
M32x1,5 | in Durchgangsbohrung -20 °C bis +85 °C hoch (7 J)
mit Sechskantmutter

Anschlussgewindelange

9 mm

Wandstérken der Geh&use

< 3 mm - Durchgangsbohrung mit
Sechskantmutter

geeignet fur Kabeldurchmesser

abhéngig von der Nominalgrofe,
8 mm bis 21 mm

Schutzgrad

/

Schutzart nach Installation

IP66 / IP68 (1 bar, 30 min.)
nach EN |IEC 60529

Lagertemperatur in Originalverpackung

-60 °C bis +85 °C

Typ, GroRe der Anschlussgewinde und Installationsdrehmoment

Typ / Serie Grofe Dicht- und | Installationsdrehmoment M | Durchgangs-
Klemm- Zwischen- | Hutmutter bohrung
bereich stutzen
[mm] [Nm] [Nm] [mm]

AXM 20 M20x1,5 | 8-13 1,5 4 20+0,2

AXM 25 M25x1,5 [10-17 1,5 6 25+0,2

AXM 32 M32x1,5 | 14 - 21 1,5 6 32+0,2

Priifbericht

Die Prifergebnisse sind im vertraulichen Prufbericht IB-21-3-0202 vom 26.09.2022 festgehalten.

Die Prifunterlagen sind Teil des Prufberichts und werden darin aufgelistet.

Zusammenfassung der Priifergebnisse

Die Ex-Kabelverschraubung Typ AXM erfiillt die Anforderungen der Zindschutzart Gerateschutz
durch erhédhte Sicherheit ,e* an elektrische Gerate der Gerétegruppe Il, Kategorie 3G, Explosions-
sowie die Anforderungen der Zindschutzart Gerate-Staubexplosionsschutz durch Gehau-

gruppe IIC

se ,t an elektrische Geréte der Gerategruppe |l, Kateg

FB106109 | 1

orie 3D, Explosionsgruppe IlIC.
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IBExU Institut fiir Sicherheitstechnik GmbH
An-Institut der TU Bergakademie Freiberg

[17] Besondere Bedingungen fiir die Verwendung
e Die Ex-Kabelverschraubungen dirfen nur fur die Installation von festverlegten Kabeln und Leitun-
gen in elektrische Gehause und Geréte der Gruppe Il verwendet werden. Der Betreiber muss eine
zusétzliche geeignete Klemmvorrichtung oder sichere Zugentlastung vorsehen.

e Der Betriebstemperaturbereich ist -20 °C bis +85 °C

o Die Ex-Kabelverschraubungen diirfen nur in Durchgangsbohrungen mit einer Wandstérke der Ge-
hause < 3 mm installiert und mit der Sechskantmutter gekontert werden.

[18] Wesentliche Sicherheits- und Gesundheitsanforderungen
Zusatzlich zu den wesentlichen Sicherheits- und Gesundheitsanforderungen, die in den Anwendungs-
bereich der unter Punkt [9] genannten Normen fallen, wird Folgendes fir dieses Produkt als relevant
angesehen und die Konformitat wird im Priifbericht dargelegt:
keine

[19] Zeichnungen und Unterlagen
Die Dokumente sind im Prifbericht aufgelistet.

IBExU Institut fur Sicherheitstechnik GmbH
Fuchsmthlenweg 7
09599 Freiberg, GERMANY

Im Auftrag

Vel

Dr. P. Cimalla Freiberg, 26.09.2022
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TYPE EXAMINATION CERTIFICATE - Translation

for non-electrical products of equipment-groups | and Il
equipment-categories M2 and 2 plus products of equipment-category 3

Type examination certificate number IBExU21ATEXB016 X | Issue 0

Product: Ex cable gland
Type: AXM

Manufacturer: Gustav Hensel GmbH & Co. KG

Address: Gustav-Hensel-Str. 6
Lennestadt 57368
GERMANY

This product and any acceptable variation thereto is specified in the schedule to this certificate and the
documents therein referred to.

IBExU Institut fur Sicherheitstechnik GmbH certifies that this product has been found to comply with
the essential health and safety requirements relating to the design and construction of products in-
tended for use in potentially explosive atmospheres given in Annex Il to Directive 2014/34/EU of the
European Parliament and of the Council, dated 26 February 2014.

The examination and test results are recorded in the confidential test report 1B-21-3-0202.
Compliance with the essential health and safety requirements has been assured by compliance with:
EN IEC 60079-0:2018 EN IEC 60079-7:2015+A1:2018 EN 60079-31:2014

except in respect of those requirements listed at item [18] of the schedule.

If the sign “X” or “U” is placed after the certificate number, it indicates that the product is subject to the
specific conditions of use specified in the schedule to this certificate.

This type examination certificate relates only to the design of the specified equipment and not to spe-
cific items of equipment subsequently manufactured or supplied.

The marking of the product shall include the following:

€& 11 3G Ex ec lIC Ge
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IBExU Institut fur Sicherheitstechnik GmbH Tel: +49(0)3731/38050
Fuchsmuhlenweg 7 Fax: +49(0)3731/380510

09599 Freiberg, GERMANY IBEXxU

Instifut fir Sicharheiistachnik GmbH Certificates  without  signature  and
a7 " stamp are not valid. Certificates may

] / Fuchsmihlenws
By order 09599 Freiberg/s chgep Only be duplicated completely and
! Telefon (03731) - : unchanged. In case of dispute, the
\ : Telefax (03731) 38 0 German text shall prevail.

Dr. P. Cimalla - Stamp - Freiberg, 2022-09-26
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Description

Schedule

Certificate number IBExU21ATEXBO016 X | Issue 0

of product

The Ex cable gland type AXM consists of cap nut, sealing ring, intermediate connection piece with
connection thread and O-ring as well as hexagon nut. Cap nut, intermediate connection piece and
hexagon nut are made of polycarbonate.

Type / Series

AXM

Connection thread size

metric: M20x1.5 to M32x1.5
according to EN IEC 60423

Application requirements

Size Type of mounting Service temperature | suitable for devices with
range risk of mechanical haz-
ard
M20x1,5 | in through hole -20°Cto +85°C high (7 J)
with hexagon nut
M25x1,5 | in through hole -20 °Cto +85°C high (7 J)
with hexagon nut
M32x1,5 | in through hole -20 °C to +85 °C high (7 J)
with hexagon nut

Connection t

hread length

9mm

Wall thickness of enclosure

hexagon nut

< 3 mm - Through hole with

Suitable for cable diameters

depending on nominal size,
8 mm to 21 mm

Degree of protection /
Degree of protection after installation

IP66 / IP68 (1 bar, 30 min.)
according to EN IEC 60529

ing

Storage temperature in original packag-

-60°Cto +85°C

f Type, size of connection threads and installation torque

Type / Series Size Sealing and | installation torque M through-
Clamping  [Intermediate | cap nut bore
range Connection
piece
[mm] [Nm] [Nm] [mm]
AXM 20 M20x1,56 | 8-13 1.5 4 20+0.2
AXM 25 M25x1,5 |10-17 1.5 6 25+0.2
AXM 32 M32x1,5 |14 -21 1.5 6 32+0.2
[16] Test report
The test results are recorded in the confidential test report 1B-21-3-0202 of 2022-04-29.
The test documents are part of the test report and they are listed there.
Summary of the test results
The Ex cable gland type AXM fulfills the requirements of the type of protection equipment protection
by increased safety "e" for electrical equipment of equipment group I, category 3G, explosion group
IIC as well as the requirements of the ignition protection type equipment dust explosion protection by
enclosure "t" for electrical equipment of equipment group Il, category 3D, explosion group IlIC
Page 2/3
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IBExU Institut fiir Sicherheitstechnik GmbH
An-Institut der TU Bergakademie Freiberg

[17] Specific conditions of use
e The Ex cable gland may only be used for the installation of fixed cables in electrical enclosures
and equipment of Group Il. The operator must provide an additional suitable clamping device or
safe strain relief.

e The operating temperature range is -20 °C to +85 °C.

e The Ex cable glands may only be installed in through holes with a wall thickness of the housing <
3 mm and locked with the hexagon nut.

[18] Essential health and safety requirements
In addition to the essential health and safety requirements (EHSRs) covered by the standards listed at
item [9], the following are considered relevant to this product, and conformity is demonstrated in the
test report:
none

[19] Drawings and Documents
The documents are listed in the test report.

IBExU Institut fur Sicherheitstechnik GmbH
Fuchsmuhlenweg 7
09599 Freiberg, GERMANY
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Dr. P. Cimalla Freiberg, 2022-09-26
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